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Please read in full prior to using Grad™ rails 
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Guidelines 
 

 
Transportation & Storage 

 
- When transported, the Grad™ rails should be secured in their original packaging and 

should be stored indoors before installation. 
- Grad™ rails can be stored outdoors for short periods of time 
- No heavy object should be stored on top of the rails to avoid possible damage and/or 

distortion of the rails.  
 

 
 

 
 
 
Applications 

 
- The rails can be used for horizontal, vertical, diagonal cladding 
- The rails should only be placed onto a flat, even, and hard surface 
- Only use Grad™ cladding as specified by the manufacturer  
- For wooden houses and timber homes: the rails should be positioned where the posts 

on the timber frame are 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Posts 
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Safety guidelines 
 

- Wear protective clothing and safety equipment such as safety glasses, gloves, long 
sleeves, and a mask, particularly when cutting aluminum 

- The installer is responsible for identifying and following all building codes and 
construction safety practices 

- Grad™ accepts no liability or responsibility for the improper installation of this product 

- Grad™ for cladding may not be suitable for every application, and it is the sole 
responsibility of the installer to be sure that Grad™ cladding is fit for the intended use. 
Because all installations are unique, it is also the installer’s responsibility to 
determine specific requirements for each cladding application. 

- Grad™ Concept Inc. recommends that all applications be reviewed by a licensed 
architect, engineer or local building official before installation. 
 

 
Your checklist 

 
- The wall should be straight, levelled, and not damaged  

- Boards used with the Grad system must be Building Code compliant 

- Each rail must be fixed onto a flat and hard surface (stud or wall) using the right 
fasteners. These shall be adapted to the surface the rails are secured onto 

- It is the user’s duty to verify they have the right rails to match the boards they 
want to use and to make sure the rails they intend to use meet all their 
requirements 

- Only material that has been grooved to Grad’s specifications can be used with 
Grad™ rails 

- Installers must make sure that there are flashing and weather barriers, that they 
are installed in compliance with local codes, and that the installation meets 
manufacturer requirements especially 
in the following proper locations: 
• Openings (doors and windows) 
• Wall/ceiling junction 
• Chimney 
• Transition between another type of cladding surface 
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Recommended Equipment 

 
• Pneumatic nailer or drill 
• Compressors with adequate capacity to supply air for pneumatic tools 
• Laser level 
• Manual level 
• Mitre saw 
• Scroll saw 
• Finish blade 
• Hammer 
• Plastic cap for hammer head 
• Plyers 
• Goggles 
• PPE including goggles and gloves  
• Stainless Steel screws (as described) 
 
 

Disclaimer 
 

Although this guide was designed with as much precision as possible, in accordance 
with current practices for wood cladding, we are not liable for any errors or omissions 
that may arise from the use of this guide. All users of this guide fully assume all risks 
and responsibilities associated with it. 
 
This guide presents the best manufacturer installation practices. It supplements the 
codes and standards and manufacturer installation guides, but is not a replacement or 
substitute for these. As such, it is the installer’s duty and responsibility to take all 
available documentation into account prior to completing work to ensure the validity of 
manufacturer warranties. 
 
To ensure simplification, the technical drawings in this guide do not show all 
construction details to meet requirements of codes and standards. 
 
Finally, do not hesitate to contact us should you have any doubt or should any queries 
arise regarding specific applications of the Grad rails that would not be covered in this 
guide.  
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2. Main products 
 
Mini rail (dimensions in inches) : 

 
 

 
 

 
 

 
 
 
Boards cannot be removed with Grad™ keys when Mini Rails are used.  
 
 
 
 
Start rail (dimensions in inches) : 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Boards can be removed with Grad™ keys when used with Start Rails. 
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3. Accessories 
 

  
Product reference Description Packing 

type 
Raw material 

 
 

 

1483 

 

Individual clip 

 
Bag of 50 
pcs 

POM 

 

 
 

TBA 
 
 
 

 
TOP LINK, linking piece 
to use between 2 rails 

 20 pc 

 
Bag of 20 
pcs 

POM 

 
 
 
 
 

 
 

20356 

 
 

Cushion clip 

 
 
Bag of 20 
pcs 

 
POM 

 

 

 
 

T08162WPB 
Simpson Strong Tie 

(not supplied by 
Grad™) 

 

 
 

Screws for fixing rails 
with a drill 

#8 or #10 length : 
1.5/8in 

 

 
 
Box of 
4000 units 

 
 

Type 316  
Stainless Steel 

 
 
 
 
 

 
 

N10D5HDG-R 
Simpson Strong Tie 

(not supplied by 
Grad™) 

 
 

 
 

Screws for fixing rails 
with a nail gun 
0.148 x 1. 1/2in 

 
 
Box of 600 
pcs 

 
Hot-Dip galvanized 
class D 
 
 
 
 

 
 

 
 
 
 

 
 
 

TBA 

 
 
 

Keys to undo the boards 

 
 
 
Bags of 20 
keys 

 
 
 

Steel 
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4. Standard Configurations 

 

For horizontal claddings, rails must be placed vertically 

 

 

  

For vertical claddings, rails must be placed horizontally 

 

 

 

 

 

 

 

 

Closer view : 
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Possible locations of the cuts 

depending on the wall will finish with 

a ½ board or a full board face. It is 

possible to cut right on the edge a 

clip 

5. Tips : how and where to cut the rails 
 

1. Rails may be cut to length  

2. Cut the rails to match the length to cover  

3. Always cut the rails in between two clips, making sure there are enough clips to attach the boards 

properly 

 

 

 

 

 

 

4. If there is a clip where the cut needs to be : remove the clip with removal keys (for the Start Rail 

only), or with plyers.  

With Start Rails: 

 

 

With Mini Rails : 

 

 
 

 
 

 
 
 
 

 

1st board 2nd board 3rd board 
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Linear expansion coefficient: 13.3 10−6in/(in°F)  
 
 
 

6. Tips: how to position one rail after another with Top Links 

 

Because of the natural expansion of aluminum, it is important 
to leave a gap between two consecutive rails.  
 
Top Links help aligning and connecting rails quickly,  
and ensure a regular gap is maintained between 2 rails.  
 
Top Links do not need to be fixed with screws: simply use them as  
guides to connect the rails properly, and once the rails are fixed,  
move onto the next pair of rails and align them with the same Top Link.  
 

1. No need to secure Top Links with screws 

2. Make sure the first rail is well fixed and levelled  

3. Place the second rail after the first one 

4. Position the Top Link as indicated below 

5. Use a manual level to make sure the second rail is straight and fix it on the wall  

6. Remove the Top Link, and re-use again 

 

Mini rail :        Start rail : 
 

 
 
 

  

Top Link 
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4. Mark the 

line where 

the second 

rail needs 

to start 

with a pen 

4. Make sure 

it is levelled 

 

7. Tips: how to complete a wall without Top Links 

 
1. When Top Link are not available, the job can still be perfectly finished 
2. Fix all the first rails onto the walls  
3. Place a piece of rail alongside the first rail. Since the clips should always be aligned, the alignment 

of the clips tells where to position the second rail above the first one 
4. Mark where the second rail should go with a pen  
5. Use a manual level to position the second rail, make sure it is straight, and hop onto the next task 

 
 

Example (for vertical cladding, turn the drawing by 90°) 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

3. Reference lines : clips are 

aligned 

Second rail 

2. First rail 2. First rail 

3. Piece of rail 
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6. Grad™ rails can be placed one next to another. The max rail span is 24in, but it can be less. 
7. When rails are placed next to each other: no need to worry about aluminum expansion. 
8. To make it easy: it is best to cover the first rails with boards, but it is not an obligation 

 
Option 1: cover all the rails Take a board, snap it at the top of the rail that is already in place or if 
you have already covered the first rails with boards, just use the last board. 

 
Example (for vertical cladding, turn the drawing by 90°) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

11. 

12. 

1. 10. Snap the second rail 
behind the board 

2. If there are 2 grooves, 1 clip 
needs to be snapped into 
each groove 

3. 11. Always make sure the 
board is levelled  

4. 12. Make sure the rail is 
levelled and fix it with screws 
 

5.  
 

10. Board 

If needed, you can remove 

the boards by pushing them 

across 

In the case of open-joint 

cladding, you can remove the 

boards with specific Grad™ 

keys 

 

 

First rail 

First rail 

Second rail 
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7.Tips : how to measure rail spans 

 
Rail spans are measured between the centre of each rail, ex with a 24in cc span:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Correct measurement Incorrect measurement 
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8. Grad™ rails: Fixing method 
 
In order to facilitate the repositioning of the rails, we always recommend to use screws before 
using nails: 

- Make sure the rail is levelled 

- Use 2 screws to secure the rail into its position (use proper spacing between 2 screws) 

- Finish with nails or screws  

- No need to pre-drill the rails when the right screws are used 
 
 
1. Use a drill 

 
  

 
Mini rail : 

 

 

Start rail : 
 

 

  
 

 

For recommended type of nails/screws : see page 7 of this guide : Accessories 

 

In between 2 

clips, every 10 

inches or so 

 

In between 2 

clips, every 20 

inches or so 
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2. with a pneumatic nail gun 
 
 
 

 

 

For recommended type of nails/screws : see page 7 of this guide : Accessories 

 

 

 

 

 

 

  
Mini rail : 

 

 
 
 
 
 

Start rail : 
 

 

  
  

In between 2 

clips, every 10 

inches or so 

In between 2 

clips, every 20 

inches or so 
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9. Tips: how to remove boards (for open-joint cladding only) 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The space between each board must be at least 

5/32in wide to insert the keys properly 

Keys must be positioned simultaneously on each 

side of the same board, at the level of the clips, onto 

the rails 
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10. Horizontal Cladding 

 

 
Aged Maple Siding/ Canada / Company: Thermalwood Canada 

 

1. All rails are symmetrical and it does not matter which end you start with 

2. The rails do not need to be pre-drilled if using Stainless Steel self-drilling screws 

3. Measure the wall height : use full rails when possible and/or cut the rails to length when 

necessary using adapted tools 

4. Always cut the rails between two clips when possible  

5. Use the full length rails 

6. Please refer to the guidelines of the outer cladding manufacturer to know at what minimum 

height the cladding should start from the ground 

Start on one wall extremity, position the first rail at a minimum of 6in away from the ground 

and at a maximum of 4in away from the wall extremity 
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7. Use a manual level to ensure the rail is positioned straight onto the wall 

8. Fix the first rail with screws as indicated on page 9.  

9. With a laser level or a string, draw the reference line along the rest of the wall to make sure 

clips are aligned 

10. Mark the rail spans 

11. Install the other rails. They should be perpendicular to the reference line and parallel with 

the other rails 

 

 

 

 

 

 

 

 

 

  

cc span 

Reference lines: clips are aligned  

1-4in 

max 

At least 

6in 
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11. Horizontal Cladding : Base of wall and first row 
 

1. Check the angle where two walls meet 

2. Define your solution to cover the angle joints 

3. If finishing the walls with the boards only, cut angles at the end of the boards that will be 

used to cover the wall extremity 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Other example with tailor-made finishing corner angle sections : 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4. Install the first row of cladding by pressing the first board gently onto the rail clips at the 
bottom of the wall – the cut angle should be at the right place on the wall extremity 
 
Note :  Boards with a double groove need to be snapped onto two clips 

Narrow boards that only have a single groove need to be snapped onto one clip only  
 

5. Complete the row with the other boards as needed 
6. Move your way across the wall until reaching the other wall extremity 
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7. Start the second row above the first one using the next set of clips 
 

 

 
 

8. Two board ends must meet each other half way across one clip 
 

Note : follow board manufacturer’s recommendations about minimum spacings between two 

board ends 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WALL 
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9. When one rails is not enough for entire wall height to be covered, cut the rails to length and apply 

them on the wall by following our installation recommendations as previously detailed 
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12. Horizontal cladding: finishing touch  
 

1. When the wall cannot be finished with a full-face board, top boards need to be re-cut to fit, in which 

case there may be just one utilizable groove left 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. To fix this board properly, clip one Cushion clip onto the rail 
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3. Snap the board on top of the clips as described 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4. Secure the board by fixing it with a screw through the Cushion clip. Repeat as needed on 

every rail.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

See through view 
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Kebony open-joint cladding, 2in x 1in boards, Belgium 

13.Vertical Cladding 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. All rails are symmetrical and it does not matter which end you start with 

2. The rails do not need to be pre-drilled if using Stainless Steel self-drilling screws 

3. Start at the bottom of the wall moving your way up 

4. Please refer to the guidelines of the cladding manufacturer to know at what minimum 

height the cladding should start from the ground. 

Position the first rail at a minimum of 6in away from the ground and at a maximum of 

4in away from the wall extremity 
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5. Use a manual level to ensure the rail is positioned correctly onto the wall 

6. Fix the first rail with screws as indicated on page 9 

7. With a laser level or a string, draw the reference line along the rest of the wall 

8. Check the rail spans 

9. Install the other rails. They should be perpendicular to the reference line and parallel 

with the other rails 

 

 
 
 
 
 

cc span 

Reference lines  

4 inches 

max 

cc span 

http://en.wikipedia.org/wiki/spirit_level
https://creativecommons.org/licenses/by-sa/3.0/
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14. Vertical cladding : start with the corners 
 

1. Check the angle where two walls meet 

2. Define your solution to cover the angle joints 

3. Position the rails accordingly 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Other example with tailor-made finishing corner angle sections : 
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4. Install the first vertical line of cladding starting from the wall extremity by pressing the 

first board gently onto the rail clips at the bottom of the wall – the cut angle should be 
on the wall extremity 
 
Note :  Boards with a double groove need to be snapped onto two clips 
Narrow boards that only have a single groove need to be snapped onto one clip only 

 
5. Complete the wall with the other boards 
6. Move your way across the wall towards until reaching the other wall extremity 
7. Start the second row above the first one using the next set of clips 
8. Two board ends must meet each other half way across one clip 

 

Note : follow board manufacturer’s recommendations about minimum spacings 

between two board ends 
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15. Vertical cladding : possible rail applications 
 

Direct onto the wall (please refer to the General guidelines, from page 2) 

 

 

 

 

 

 

  

Side view  

W
A

LL
 

WALL 

Top view  
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With double-furring :  

 

 

 

 

 

  

WALL 

W
A

LL
 

Side view  

Top view  
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9. Add PU glue to avoid the boards from sliding down over time 

 
 

 
 
 
 

 
 

 
 
 
 
 

 

 

 

Add polyurethane glue onto 2 clips 

per board before attaching them 

onto the Grad rails 
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16. Vertical Cladding : Angle top rafter 

Where full lengths of rails cannot be used, cut pieces of the mini rails and place them in 

different locations where they need to offer support for the boards being placed vertically  

 

 

 

 

 

  

Maximum length 

between rail and tip of 

the board :  8in 
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Maximum length 

between rail and tip of 

the board :  7. 7/8in 
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17.Obstacles: windows and doors 
 

Main view (example with horizontal cladding) Detailed view 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 

For more support, rails shall surround the  

window, even if it requires reducing the rail spans  

 

 

 

 

 

Rails should be above the flashing, but behind the ventilation component 
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Contact Details 

 

 

 

 

 

 

 

 

 

 

 

 

 

Contact details: 

Grad Concept Inc., Wilmington, DE 

infoUS@gradconcept.com 

TOLL FREE USA/CA: +1 800 319 7089  

         

                          gradconcept_usa   

     

Grad Concept Inc.  

 

 Grad Concept USA 

 

  

USA website:   US.gradconcept.com 

mailto:infoUS@gradconcept.com
https://us.gradconcept.com/
https://us.gradconcept.com/

